Specifications
Current > 700mA * Do not work on live wires.
Power + 2. 1W/LED * Dedicated constant current LED power supply is required.
LED Spacing : 60mm, 75mm, 100mm
Number of LEDs 4 to 18 LEDs _ _ _
Color temperature : 2700K, 300K, 3500K, 4000K P/N configuration : GRHB-_ - K-
Beam angle - SP (Spread/40° x 157 ), 16D (16° ) LED spacing Color temp. Beam angle
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Cut-off angle : 50°

7| Honeycomb louver P/N : GRHB-HL\R (optional parts)
6 | Adjustable bracket SUS PN - GRHB-ADJB éiSF}SQ?| par ts)
5 Lead cable AWG18x2 [ RED + , BLACK - ]

4 End plate PC Black

3 Cover AL Surface treatment: Black almite
2 Extrusion AL Surface treatment: Black almite

1 LED lens cover
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Adjustable bracket
(Horizontal mounting)
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Mounting dimensions
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Swing angle and dimentions
(Vertical mounting)
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Swing angle and dimentions
(Horizontal mounting)
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GRHB-_-_K-

Eroduct No. (GRHB-ADJB_ & GRHB-HLVR)

pate B4+  2016.6.8 Scale fgR  1:2
oraft @  Hirai Weight £2 xxkg/ ()
cheok #E  Miwa Unit ifa mm
Approve &2 Ichibiki @6 Size A A3
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