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(2000) L = LED spacing x (Number of LEDs) Minimum 300mm Maximum 2200mm
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Litongtn | s Digkapee from chamel center to Specifications
300~ 799mm 125mn Voltage : 24VAC
Power : 1. 8W/LED
800~ 1499mm 250mm LED Color : 24K : 2400K
1500~ 1999mm 500mm : 27K : 2700K
2000~2200mm 600mm : 30K : 3000K
: 42K : 4200K
; Power . . . : 50K : 5000K
Product number LED spacing| consumption | LED @ ty/run | Weight Beam Angle : SP - Spread
RWCX02P-50-_K-SP-L | 50 = 2mm 36 W/m 6~44 LEDs | 1800 g/m IP rating : IP66 (outdoor use)
8 |Heat shrink tubing
] |Lead cable PVC AWG14 x 20 . Title REVELER CX WITH PARTITION-GUARD
6 |L-shaped fin AL Black Date B 2022/5/9 Soale R 1:3 & WITH FIXED BRACKET
5 |Louver AL Black . -  —
4 |End plate SUS__ [Black braft ®E Y. Terabe Neight 2 Product No. RWCX02P-50-__K~SP-L +RWCX-F1XB2-OP
3 |Fixed bracket SUS gﬂggag?gagﬁg\l{é(dia.475mm)required. check 2 T. Inaba Unit B mm s LED Color
2 |Channel AL Black : ‘ — — TOK| CORPORATION
1 _|Body Reveler, Beam angle:SP = ibiki @ | si _7 ) - .
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