
DALI x PWM x LC-DCAC-M/S
Wiring diagram
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Date 日付

Draft 製図

Check 検図

Approve 承認

Scale 縮尺

Unit 単位

Size 用紙

Title
名称

Product No.
製品番号mm

A3

Weight 重量

2022/6/29Date 日付

Draft 製図

Check 検図

Approve 承認

Scale 縮尺

Unit 単位

Size 用紙

Title
名称

Product No.
製品番号mm

A3

Weight 重量

T.Inaba

C.Ishibiki

K.Otani

2022/9/27 Rev.2

DALI Controller

DALI signal

Red : 24VDC(+)

Black : 24VDC(-)

Red : 24VDC(+)

Black : 24VDC(-)

PWM signal
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Brown

Blue

Brown

Red

Black

Red

Black

DALI to PWM Converter
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LC-DCAC-M
Input : 24VDC/5A
Output : 24VAC/5A

Term switch

Max 66pcs 118.8W
1.8W/pc

Max 66pcs 118.8W
1.8W/pc

Next LC-DCAC-S.

Up to 32 units can be connected,
including the LC-DCAC-M. AWG14 x 2C or thicker

CAT.5e cable

Φ0.9～1.2mm CPEV-1P

100-240VAC

100-240VAC

LC-DCAC-S
Input : 24VDC/5A
Output : 24VAC/5A

(TOKISTAR)

(TOKISTAR)

Max 75m for AWG14

Max 75m for AWG14

Notes

●The following devices will be procured locally.
 ・DALI Controller
 ・DALI to PWM Converter

●Turn on the Term switch on the end unit of the LC-DCAC-S.

LED DRIVER 
24VDC output

LED DRIVER 
24VDC output

CAT. 5e cable
Max 50m to the last LC-DCAC-S in series.

☆Dimming Curve

The dimming curve characteristic of LC-DCAC-M 
operates with a logarithmic curve in positive-
logic for a linear PWM signal input.
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